PUSH—ON JOINT TEE

MANHOLE WALL \
NOTES: N - i |

1. PIPE AND FITTINGS WITHIN
CONCRETE ENCASEMENT

SHALL BE WRAPPED WITH — }
6 MIL POLYETHYLENE PRIOR
TO THE CONCRETE PLACEMENT ~ INFLUENT
) SEWER
2. ALL PIPE AND FITTINGS SHALL | |
BE SDR 26 PVC ~ ﬁ f ¥
< 4 ’ 44 ..q : .
3. THE CONNECTIONS TO THE o S
EXISTING MANHOLE SHALL L LAl
OCCUR BY CORE—DRILLING. AL o
THE CONNECTIONS SHALL T PR #"@%;SgﬁggE
INCLUDE A WATERTIGHT BOOT Sl L AFTER PIPING 1S
(SEE DETAIL $12). R © 7/ IN PLACE (2000PSI)
Lo A : ; OR PRECAST
S 4T e DROP COLLARS
A ..4. q -__‘
A ~———~—= 6" MIN. ALL SIDES
B P
ELEVATION TO e L
MATCH CROWN e S
OF EFFL. SEWER A } | 90" BEND

BENCHING AS /o
REQUIRED L
(SEE DETAIL S1) - . S
.4 - 4 a7 4 N
— . T Cate R

<4 . . a B L& .P.

(PUSH—ON JOINTS)

STANDARD DROP MANHOLE CONNECTION

STANDARD
CONSTRUCTION
DETAILS

‘ CITY OF
S savaniah

WATER RESOURCES AND PUBLIC WORKS BUREAU

e
Planning & Engineering

SCALE: N.T.S.

DATED: SEP 2013

PLATE NUMBER:

S13




